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FC37 - <offline>

"WriteDINT"

Name: Familie:

Autor: Version: 0.1
Bausteinversion: 2

Zeitstempel Code: 29.03.2017 14:18:36

Interface: 29.03.2017 14:17:02
Lingen (Baustein / Code / Daten): 00268 00152 00012

IN

0.0
ParmAccPoint |DWord 0.0 Parameter access point
Index Int 4.0 Parameter index
Value DInt 6.0 The value that must be written
ouT 0.0
IN OUT 0.0
. Write the parameter to the EMGZ492. The flag is cleared
WriteRequest |Bool 10.0
afterward.
TEMP 0.0
XTRUE Bool 0.0
Buffer Array [0..0] Of DInt|2.0
RETURN 0.0
RET VAL 0.0
‘Baustein: FC37
‘Netzwerk: 1
#XTRUE #XTRUE
#XTRUE #XTRUE
‘ L1 (s)—
‘Netzwerk: 2
MOVE
EN ENO ( SAVE )—
#Value
he val
Jrit #Buffer[0]
#Value —IN OUT|- #Buffer[0]
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Netzwerk: 3

DB47
SFB53
Write a Process
Data Record
"WRREC"
ENOF——( SAVE )>—|
#WriteRequ
est
Write the
parameter
to the
EMGZ492.
The flag
cleared
afterward.
#WriteRequ
est + DONE—
#ParmAccPo BUSY—
int
Parameter ERROR—
access
point STATUS—
#ParmAccPo
int —
#Index
Parameter
index
#Index HINDEX
47
#Buffer
#Buffer RECORD
Netzwerk: 4
#WriteRequ
est
Write the
parameter
to the
EMGZ492.
The flag
cleared
afterward.
DB47. #WriteRequ
DBX10.1 est
1 (R)—
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